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IVECO MAGIRUS AS - AT - AD260S 8x2 (4 axles) : 2nd & 4th axles Steering and Liftable 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Configuration 1 + 3 - Overall admissible weight 32000 kg – combination 44000 kg 
 

DIMENSIONS AND BODY FITTING 
Type of cabin Short Long 

1st  - 3rd axle c/c distance  3800 4200 4500 4800 5100 5700 6050 3800 4200 4500 4800 5100 5700 6050 

Body fitting min. 5900 6250 6750 7250 7750 8950 9550 5150 5400 5900 6400 6900 8100 8600 

Body fitting max – Cursor 8 6150 6600 7100 7650 8200 9400 9950 5200 5700 6300 6850 7400 8500 9150 

Body fitting max – Cursor 10 and 13 6200 6800 7300 7850 8400 9600 10150 5300 6000 6600 7200 7700 8850 9500 

Turning diameter Unchanged with respect to 3-axle vehicle 

Maximum weights in Kg. 1st axle 8000, 2nd axle 7500, 3rd axle 12000, 4th axle 8000, with 315/80R22.5 tires 

Chassis tare Increase in vehicle tare from application of the axle equipped with tires is approximately 900 kg. 
 
Notes:  The body fitting sizes specified are theoretical and must be checked in function of the real configuration of the vehicle. 
Technical note: Maximum body fitting is limited by the minimum ratio between front axle weight and rear axle weight, equal to 
0.25 (minimum weight of 6400 kg on the front axle with the fully loaded vehicle). 
Notes: 

·  The vehicle to be prepared should have pneumatic or mechanical front suspensions, pneumatic rear suspensions. 
·  The distance between the added axle and the drive axle is 1365 mm. 
·  The fuel tank must have a maximum capacity of 300 or 400 liters for wheelbases of  3800 and  4200 mm.  
·  The spare wheel cannot be housed on the chassis with a 3800, 4200 or 4500 mm. 
·  The 2nd added axle has a pneumatic suspension. 
·  Steering is a hydraulic power steering in both drive directions (even when steering while the vehicle is stopped). 
·  The outfit is also available with 315/60 R22.5 tires for depressed platforms, as of today (July 2004) only for vehicles with 

rear drum brakes. Added axles are ORIGINAL IVECO. 
·  Also possible on vehicles with rear disk brakes:  even the added axle will have disk brakes.  
·  In this case order the vehicle with IVECO 2311 option – parking brake on the front axle. It is possible to add this later 

(500 Euro) 
·  Second and fourth axle liftable with unladed truck or with partial load conditions 
·  Vehicles not set up for this option can, however, be adapted. Vehicles in this configuration are suitable for roll-out, tank, 

and isothermal bodies and for uniformly arranged loads in general. 
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